
 

 

 

Declaration of Performance (DoP) 

 

No. II/5/1/2017 

1. Unique product type identification code 
CLAY MASONRY UNIT U, WF, 210 x 100 x 50, Category II 

trade name KLINKIER PATOKA, 7-szczelinowy (PATOKA CLINKER, 7 slots) 

ALT SOLARIS 

 

2. Intended use In unprotected masonry walls, pillars and partition walls 

 

3. Manufacturer: Patoka Industries Ltd. Sp. z .o.o. ul.Ceramiczna 23, 42-793 Ciasna, tel. 34 35 38 068 , www.klinkier.pl 

4. Authorized representative:  

5. The national system(s) of assessment and verification of stability of performance characteristics 4 

6a. Harmonized standard EN 771-1:2011+A1:2015 "Specification for masonry units. Part 1: Clay masonry units." 

Notified body  

7. Declared performance properties  Performance features Reference to the harmonized technical 

specification. 

Dimensions mm Length / Width / Height 210 100 50 EN 771-1§ 5.3.1 

Deviations of dimensions T1 ±6 ±4 ±3 

Size range R1 9 6 4 

Shape and construction  Hollow, 7-slot EN 1996-1-1 EN 771-1§ 5.3.2 

Density kg/m3 Average Category Tolerance  EN 771-1§ 5.3.3 

Gross dry density 1970 D1 10%  

Net dry density 2370 D1 10%  

The volume of all hollowings % 15 Group 1 <25   

Compressive strength N/mm2 Perpendicular to the installation surface average standardized EN 771-1§ 5.3.4 

67 Class 50 

Thermal properties W/mK model S1, 0.53 declared value, EN 1745 EN 771-1§ 5.3.5 

Durability (resistance to freezing - thawing) -- F2 PN-B-12012 EN 771-1§ 5.3.6 

Water absorption % m/m < 6 EN 772-21 EN771-1§ 5.3.7 

Initial water absorption amount.  NPD  EN 771-1§ 5.3.8 

The content of active soluble salts -- S 2  EN 771-1§ 5.3.9 

Dimensional stability (mm/m) NPD  EN 771-1 § 5.3.10 

Fire resistance -- A1 EN 13501-1 EN 771-1§ 5.3.11 

Water vapor permeability -- 50/100 declared value, EN 1745 EN 771-1§ 5.3.12 

Strength of the joint N/mm2 0,15 declared value, EN 998-2 EN771-1 § 5.3.13.2 

Hazardous substances -- NPD  EN771-1 § 5.3.14 

The performance of the product identified above is compliant with the set of declared performance characteristics. This declaration of performance is issued pursuant to the Regulation (EU) No 305/2011 under the sole 

responsibility of the manufacturer specified above 

Concentration of natural radioactive elements f^ 1,2 f2< 240 ( Bq/kg ) 

Signed on behalf of the manufacturer: 

Patoka, dated 1 03 2017  

 
NPD - Performance properties not determined 

http://www.klinkier.pl/



